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OVERALL SITE LANDSCAPE PLAN
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KEY NOTES

(1) STANDARD 4' CONCRETE PAVEMENT
WITH LIGHT BROOM FINISH.

@ 6" CURBED LANDSCAPE PLANTER, SEE
DETAIL 06/L1.2

WORK COMPLETED UNDER PHASE 1 AND
PHASE 2 CONTRACT

@ IN GROUND BIKE RACK, SEE DETAIL

DECORATIVE FENCE, WALL, AND
COLUMN. SEE DETAIL 01/L1.2 & 03/L1.2

@ NOT USED

@ RAISED PEDESTRIAN CROSSING.
CONCRETE APPROACH WITH PAVER
'RAILROAD" INLAY. SEE DETAIL 05/L1.1
02/L1.2 AND 05/L1 2

NOT USED

@ FLUSH PAVER CROSS WALK WITH
"RAILROAD" INLAY PATTERN.

Know what's below.
Call before you dig.
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P.0. DRAVER 330 - DUNKIRK, D 20754 US
TOLL FREE: (800) 368-2573 (USA & CAVADA)
TEL (301) 855-8300 - FAX (410) 257-7579
WEB SITE: HTTP: /WM. VICTORSTANLEY.COM

B O VICTOR STANLEY, INC.®

~_
iﬂﬂ// -Manufacturers of Quality Site Furnishings since 1962-

* ALL DIMENSIONS ARE IN INCHES *
26-1/4"

1/4" x 1-1/2" HORIZONTAL N

S0LID STEEL SLATS
.| ST
=1 HelGHT
_—— CLEARANCE FOR 3/8"
ANCHOR BOLTS
INTEGRAL WELDED CROSS-MENBERS
OF 1-7/8" TUBULAR STEEL
B 71-1/8" _
14" x 2* S0LID
STEEL BRACING T — 7
|
|
1 60-7/8" CENTER-TO-CENTER T
1-5/16" TUBULAR STEEL RUNG ‘
USED FOR ADDITIONAL SUPPORT CENTER-TO-CENTER DISTANCE ARE APPROXTIATE
(VARIATIONS IN CASTINGS ARISE FROM DIFFERENT RATES OF COOLING)
AVATLABLE OPTIONS:

PONDER COATING LENGTHS

10 STANDARD COLORS, 2 OPTIONAL METALLIC COLORS, STANDARD 4'

CUSTON COLORS (INGLUDING THE RAL RANGE) STANDARD 6' LENGTH SHOMN
INTERIEDIATE & CENTER ARNRESTS STANDARD 8"

4', 6", & 8" AVATLABLE WITH OPTIONAL ARMRESTS

NOTES:

1. DUCTILE IRON CASTINGS GOME WITH A TEN YEAR WARRANTY AGAINST BREAKAGE.

2. DRAWINGS NOT TO SCALE. DO NOT SCALE DRAWINGS.

3. ALL FABRICATED WETAL CONPONENTS ARE STEEL SHOTBLASTED, ETCHED, PHOSPHATIZED, PREHEATED, AND ELECTROSTATICALLY
POWDER-COATED WITH T.G.I.C. POLYESTER POWDER COATINGS. PRODUCTS ARE FULLY CLEANED AND PRETREATED, PREHEATED AND
COATED WHILE HOT TO FILL CREVICES AND BUILD COATING FILM. COATED PARTS ARE THEN FULLY CURED TO COATING MANUFACTURER'S
SPECIFICATIONS. THE THICKNESS OF THE RESULTING FINIGH AVERAGES 8-10 MILS (200-250 MICRONS).

4. IT IS NOT RECOMMENDED TO LOCATE ANCHOR BOLTS UNTIL BENCH IS IN PLACE. THIS VICTOR STANLEY, INC. PRODUCT

NUST BE PERWANENTLY AFFIXED TO THE GROUND. CONSULT YOUR LOCAL CODES FOR REGULATIONS.

ANCHOR BOLTS NOT PROVIDED BY VICTOR STANLEY, INC.

FOR HIGH SALT ABUSIVE CLIMATES, HOT DIP GALVANIZING BEFORE PONDER COATING IS AVAILABLE. SEE WRITTEN SPECIFICATIONS FOR DETAILS.

ALL SPECIFICATIONS ARE SUBJECT TO CHANGE. CONTACT MANUFAGTURER FOR DETAILS.

. THIS PRODUCT IS SHIPPED FULLY ASSEMBLED.

~ - (BR12

\ /" CITY SITES SERIES™ BENCH WITH DUCTILE TRON END FRANES
\\,,,/ SHON: STANDARD 6-FOOT LENGTH

o ~ o ot

COPYRIGHT 2012 VICTOR STANLEY, ING.® ALL RIGHTS RESERVED
REV. 10/22/12 DRAWN L.D.L. 2012-885

IT1e vepoul dl oprily il oldtorl

6' METAL BENCH

NEi

AVAILABLE CPTINS:

PONDER COATING
10 STANDARD COLORS, CUSTOM COLORS (INCLLDING THE RAL RANGE).
CLSTOM PLAGUES & DECALS
AVAILABLE WITH STEEL PLAGLES IN VARIOUS SIZES AND PRESSURE SENSITIVE

-y

B2 (28) 1/4" x 1"

14" x 2-172"
HORTZONTAL
SOLID STEEL BAND

VICTOR STANLEY, INC.

-Manufacturers of Quality Site Furnishings since 1962-

VERTICAL SILID
STEEL BARS
Y Wi 7
g 4* SAARE
Gl [ENTER ANCHIR
BOLT HOLE

VINYL OUTODOR DECALS.

NOTES:

f
2.

o -3 ol

ORAWINGS NOT 7O SCALE. DO NOT SCALE DRAWINGS.

P.0. ORAWER 330 - DINKIRK, MD 20754 LSA
TOLL FREE: (B00) 368-2373 (LSA & CANADA)
TEL (301) 855-8300 - FAX (410) 257-7579
WEB SITE: HTTP://WyW VICTORSTANLEY .COM

[-9/16" TUBULAR
STEEL TOP RING

(7) 14" x 2-172" =
VERTICAL SOLID e, W*
STEEL BARS WW

J5-CALLON CAPACITY HIGH
UENSITY PLASTIC LINER

(WELGHT NOT TO EXCEED 6 LBS.)
SITS ON 3/8" x 3" SUPPORT BARS

(4) ADJUSTABLE GLIDES WITH
3/8" DIAMETER THREADED STEEL SHAFT

LIDS
STANDARD TAPERED FORMED LID. AVAILABLE WITH OPTIONAL
S$=2A FIRMED DOME CAS SHOWN), S-24 FORMED DOME WITH STAINLESS STEEL ASHTRAY,
AND 0S-32 FORMED DOME WITH SELF CLOSING DOCR.
SECLRITY
LID IS SECURED WITH VINYL COATED GALVANIZED STEEL AIRCRAFT CABLE.
CABLE IS LOOPED AROUND WELDED IN PLACE ATTACHMENT BRACKETS AND
(RIMPED IN PLACE.

ALL FABRICATED METAL COMPONENTS ARE STEEL SHOTBLASTED, ETCHED, PHOSPHATIZED, PREHEATED, AND ELECTROSTATICALLY POWDER-COATED WITH T.G.I.C. POLYESTER PONDER

COATINGS. PRODUCTS ARE FULLY CLEANED AND PRETREATED, PREHEATED AND CUATED WHILE HOT 7O FILL CREVICES AND BUILD FILM COATING. COATED PARTS ARE THEN FLLLY CURED

T0 COATING MANUFACTLRER'S SPECTFICATIONS. THE THICKNESS OF THE RESULTING FINISH AVERAGES 8-10 MILS (200-250 MICRONS).
THIS VICTOR STANLEY, INC. PRODUCT MUST BE PERMANENTLY AFFIXED TO THE CROUND. CONSLLT YOLR LOCAL CODES FOR REGULATIONS.

VICTIR STANLEY, INC., PLASTIC INNER LINERS ARE MOLDED ON TOOLING DESIGNED FOR AND OWNED BY VICTCR STANLEY, INC. THEY OFFER MAXIMUM CAPACITY AND STRENGTH WITH
LIGHTWEIGHT CONSTRUCTION USING CRITICAL MOLDED RIBS, INTEGRAL HANDHOLDS, AND HIGH-STRENGTH MATERIALS. THIS MINIMIZES HANDLING DIFFICULTY AND FACILITATES EASY
EMPTYING AND STORAGE WHILE AFFORDING LONG SERVICE LIFE.

ANCHIR BOLT NOT PROVIDED BY VICTOR STANLEY, INC.

FOR HIGH SALT ABUSIVE CLIMATES, HOT DIP GALVANIZING BEFURE POWDER CDATING IS AVAILABLE. SEE WRITTEN SPECIFICATIONS FOR DETAILS.

ALL SPECIFICATIONS ARE SUBJECT TO CHANGE. CONTACT MANUFACTURER FOR DETAILS.

THIS PRODUCT TS SHIPPED FULLY ASSEMBLED.

O ES-342

RCONOMY SERIES 36-GALLON LITTER RECEPTACLE
SHDWN: DPTIONAL DS-32 FORMED DONE LID

COPYRIGHT 2006 VICTOR STANLEY, INC. ALL RIGHTS RESERVED

REV. 12/18/06 DRAWN M.C.W. 2006-262
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TRASH RECEPTACLE

P.0. DRAVER 330 - DUNKIRK, D 20754 USA
TOLL FREE: (800) 368-2573 (USA & CAVADA)
TEL (301) 855-8300 - FAX (410) 257-7579
WEB SITE: HTTP: /WM. VICTORSTANLEY.CON

VICTOR m STANLEY®

Create a timeless moment. + ALL DIVENSIONS ARE TN TNCHES *

HOLES ARE PRESENT ONLY WHEN ——
GALVANIZED OPTION IS SPECIFIED v

,,//, N\
/~—— FORNED FRON
, 2-3/8" 0.D.
STEEL PIPE
STEEL ANCHOR TAB IS WELDED ——
T0 THE BOTTOM OF THE POST
T0 HELP SECURE THE ASSENBLY b
IN THE CONCRETE FOOTING <
v

- -—

14-5/8"

—~ \
%
\

RECOMMENDED
HEIGHT

36"

GROUND LEVEL

CONCRETE FOOTINGS
ACCORDING TO LOCAL

- S0ILD CONDITIONS = —
t J 12-1/4" CENTER-TO-CENTER
AVAILABLE OPTIONS:

PONDER COATING HOUNTING
10 STANDARD COLORS, 2 OPTIONAL METALLIC COLORS, STANDARD IN-GROUND (AS SHOWN) AND SURFACE
CUSTOM COLORS (INCLUDING THE RAL RANGE)

NOTES:

1. DRAWINGS NOT TO SCALE. DO NOT SCALE DRAWINGS.

2. ALL FABRICATED NETAL COMPONENTS ARE STEEL SHOTBLASTED, ETCHED, PHOSPHATIZED, PREHEATED, AND ELECTROSTATICALLY PONDER-COATED WITH T.G.I.C. POLYESTER PONDER
COATINGS. PRODUCTS ARE FULLY CLEANED AND PRETREATED, PREHEATED AND COATED WHILE HOT TO FILL CREVICES AND BUILD COATING FILM. COATED PARTS ARE THEN FULLY
CURED TO COATING MANUFACTURER'S SPECIFICATIONS. THE THICKNESS OF THE RESULTING FINISH AVERAGES 8-10 MILS (200-250 NICRONS).

3. THIS VICTOR STANLEY, INC. PRODUCT WUST BE PERWANENTLY AFFIXED IN THE GROUND. CONSULT YOUR LOCAL CODES FOR REGULATIONS.

4. FOR HIGH SALT ABUSIVE CLINATES, HOT-DIP GALVANIZING BEFORE PONDER COATING IS AVAILABLE. HOT-DIP GALVANIZING IS PERFORMED FOR VICTOR STANLEY, INC. BY AN
EXPERIENCED QUALIFIED FIRM TO WHICH PRODUCTS ARE SHIPPED FOR GALVANIZING. HOT-DIP GALVANIZING INCLUDES AN AGGRESSIVE PRE-TREATMENT AND IMMERSION IN A TANK
OF CHARGED LIQUID ZING AT OR AROUND 860°F (460°C). THE RESULTING SURFAGE IS RESISTANT TO RUST BUT HAS SOME UNEVENNESS RESULTING FROM THE BONDING OF THE ZINC
TO THE STEEL SURFACE. AS A RESULT, THE PONDER-COATING SURFACE FINISH OVER THAT GALVANIZED SURFACE MAY EXHIBIT BUMPS, UNEVENNESS, AND MAY NOT BE AS SHOOTH
AS THE STANDARD FINISH; THIS UNEVEN AND INCONSISTENT FINISH IS NORMAL FOR GALVANIZING. CONTACT NANUFACTURER FOR DETAILS.

5. ALL SPECIFICATIONS ARE SUBJECT TO CHANGE. CONTACT MANUFACTURER FOR DETAILS.

6. THIS PRODUCT IS SHIPPED FULLY ASSEMBLED.

© BReS

/- CYCLE SENTRY™ BIKE RACK
A SHOUN: STANDARD IN-GROUND NOUNT

COPYRIGHT 2020 VICTOR STANLEY, INC.® ALL RIGHTS RESERVED
REV. 10/21/20 DRAWN R.6.0. 2020-662

e vepoul dl opIitly il oldtorl
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L1.1 N.T.S. L1.1 N.T.S. L1.1 N.T.S.
- . . < - A

g A UNILOCK SERIES PAVER, UNILOCK SERIES PAVA R, UNILOGH UMBRIANO 4" X 12"80

: 4"X 12" NORDIC STAR 4"X 12", NORDIC STAR " MM PAVERS, FRENCH GREY

RAILROAD TIES . RAILROAD RAILS - ‘COLOR FOR FIELD
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LENGTH VARIES
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04 ENLARGED PAVER CROSSWALK

SEE LOCATION

L1.1 3/4" = 1-0"

o

L1.1
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STONE CAP, MATERIAL TO MATCH PHASE 1
STAINLESS STEEL PINS W/ SHIMS, GROUT SOLID, TYP.

BACKER ROD W/ SEALANT, TYP.

s&%\
NAN

v
s
SN
N
v
\*

FILL VOIDS WITH GROUT
AS SHOWN, TYP.

/5" EXPANSION JOINT,
SEE DETAIL

% . ¥ v:A. %
BRICK TO MATCH BUILDINGS /Z)i a7
PROVIDE METAL WALL TIES /? ot 7,
AT 16" O.C. TYP. % %
CONCRETE FINISH GRADE, 2]
SEE ENGINEERING ———____ A T
e o s RO
PROVIDE WEEPS AT 3 0.C., : AR \\§ NK

N
N\

2
N

\
2

W

Y
K<
N
N

N
K
N

X
X
N\

%
N
N
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K

. : ..
. .0

#4 REINFORCING BARS NN

AS SHOWN Nes ////\\//<

STANDARD CONC. /}\ Lo R \///

FOOTING W/ #4 REINFORCING R TR //\

BARS AS SHOWN, 4000 PSI MIN. \//\\'j_; T L T ><
/\ o ,’a R T T a2 @ xl.’*."I'

PANN N

RGP R R

TYPICAL WALL SECTION, EXPAND FOR
COLUMN SECTION AS REQUIRED

The Depot at Spring Mill Station

0

2I_4II

2|

%

51/2" THICK, 28" SQUARE CAP SLOPED

CAP, MATERIAL TO MATCH PHASE 1

5 1/2" THICK, 18" WIDE SLOPED

DECORATIVE AEGIS
PLUS BLACK
GENESIS FENCE,

3-

6“

L ” ” o BR’\IACAKT(TDa CAP, MATERIAL TO MATCH PHASE 1 OR MATCH PHASE 1
J| ” ” BUILDINGS . 7’/22” SEE DETAIL.
| | ‘ 7 1, | /
|| || || \ 2 ==
| | | | | | | L
I | | | | I\ | | | =
| | | | IR | | |
| | | | | | | | |
| | | | | | | | |
I | | | | | | | | 4

LENGTH OF WALL

APPROX. 20' - 0"

DECORATIVE FENCE, COLUMN, WALL SECTION AND ELEVATION

LENGTH OF FENCE
APPROX. 103'- 0"

L1.2 3/4" = 1-0"

TOOLED CONTROL JTS. 4" FIBER-REINFORCED CONC. SLAB W/

1/2" PREFORMED EXPANSION
JOINT W/SELF-LEVELING

MONOLITHIC POUR

CONCRETE PLANTER CURB W/
3" RADIUS EASED EDGE.

PROVIDE ' EXPANSION JOINT
ON TWO OPPOSITE SIDES AND
PROVIDE CONTROL JOINTS ON

OTHER TWO SIDES

6" DOWEL CURB TO WALKWAY

STANDARD CONCRETE WALK

COMPACTED AGGREGATE BASE

006 PLANTER CURB SE

L1.2

24"x1/2" DIA. SMOOTH BAR

@18"0.C. GREASE AND

COMPACTED SUBGRADE

\

7I'OII

£6 o
AN AN
< N I\
4 6“ 1 ou
A

L

3/4” — 1I_OII

—2"' TOOL JOINT
1/2'R. ROLL EDGE

1/4" WIDE, MIN. 1" STAMPED OR BROOM FINISH AND INTEGRAL COLOR  gEn) aANT N TOP 1/2" Ve CAp WiBARSTOP
APPLIED ANTI SPALLING & EXP. JTS. @ 40-0"0.C. MAX. COLOR ——SEE PLANS FOR FINISH TYPE
COMPOUND 2' TOOL JOINT: / o TO;)L JOINT 4" TOOL JOINT
‘\ / ~ |
R NOTE: CONTROL JTS. & 1 E===f===3 .4 J. 4 4

EXPANSION JTS. SPACING

MAY VARY. THE DIMENSIONS
ABOVE ARE MAXIMUM. SEE
PLANS FOR ANY VARIATIONS
EITHER INDICATED OR IMPLIED.

===l

il el

04

4" GRANULAR BACKFILL

COMPACTED AND WELL DRAINED
SUBGRADE

The Depot at Spring Mill Station

EXPANSION JOINT

TYPICAL CONCRETE DETAILS

CONTROL JOINT

EDGE CONDITION

L1.2 NT.S 1-1/2" DIA. WEEP HOLES: 3 X 3' O.C
DRILL THROUGH SETTING BED, ? 'Spfi[yg(éﬁllmé'gg
FILLED WITH PEA GRAVEL LEVEL/SKREET AND WET
1-1/2" EPOXY COATED DOWEL THOROUGHLY POST PAVER 3-7/8" UNILOCK SERIES AND UMBRIANO
BARS:; 18' LONG @ 16" O.C. INSTALL. PER MANUF. PAVERS SET IN RAILROAD LINE AND TIE
FORMED IN PLACE \ RECOMMENDATIONS PATTERN. SEE PLAN DETAIL \
18
\ \ 8l \ 5'
1-0" H 4 "A 7"‘8?'; 1074 T :‘ , '4‘1 :’ <, [/ 777 4 /15 q 4 . ﬂ vq 4 Che
N
2
EEEEEEEEEEEEEEEEEEEEEEE EEEEEEEE EEEEEEEEE
e e e e T T e T T = R e T T T T e T T e = = = = | T
I =T == = = i === = == ==l = el
T T
T 6X6 WOVEN WIRE 8' CONCRETE SLAB T

The Depot at Spring Mill Station

02

MESH, 2" CLEAR, TYP.

RAISED PEDESTRIAN CROSSWALK SECTION

INTEGRAL POURED IN PLACE,
REINFORCED CONCRETE RAMP TO
CROSSWALK; SLOPE FROM 6" TO 12"

ASPHALT ROAD, SEE
ENGINEERING DRAWINGS

6" BASE GRANULAR
MATERIAL; PREPARED AND
COMPACTED

(4) - #8 EPOXY COATED
REBAR, CONTINUOUS IN
RAMP, 18" O.C.

COMPACTED SUBGRADE

L1.2 3/4" = 1-0"

4" [101.6mm)]

I

]

i 8'[2438.4mm] O.C. Nom.

14" [38.1mm] FORERUNNER Rail

(See Cross- Section Below)

9" [233.4mm] |

Varies
with
Height

Standard Height
4'[1219.2mm],

NG

IIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIII

Post size varies with Height
(See AEGIS Plus™ Post—Sizinn)

/ 74" [19.1mm] 7 x 17ga. Picket

|| || || || || || || || || || || || || || || || || || || || ~- Bracket Options

® I
T Al
2"[50.8mm] Nom. — = <4 | |_  31%¢"[100.0mm] TE
,;:’1 v TYPICAL ,;:’1 v
hee "2 hee %
36" [914.3mm] Min. &1 b KR
Footing depth AN kA I.';i_
3] [ 3] |-
pid i3 i s
] [ NOTES: &9 b
Lk 1.) Post size depends on fence height and wind loads.  [a.{ F§:
é S See AEGIS Plus™ post sizing chart. g' S
2.) Panels also available for 6' on center post spacing
3.) Additional heights available on request. Post height
will change with Adronment installation.
4.) Third rail optional (Required with rings, See Detail).
PANEL BRACKET
Specially designed two
-point connection ensures
fixity of rail ends for
increased strength.
"'A/ INTERNAL RETAINING ROD
14" [38.1mm] Variable pitch connection system for
ease of installation, high angle
bias ability and elimination of
FORERUNNER™RAIL unsightly external fasteners.

15" [38.1mm]

1 ——AN—"

WVANNNNNTRNNNNNNNN

Uniform Zinc Coating
(Hot Dip Galvanized)

Base Material

OPTIONAL WRAP AROUND BRACKET

Uniform Zinc Coating
(Hot Dip Galvanized)

Zinc Phosphate &

Conversion Coating

Epoxy base coat

"No-Mar" Polyester

FORERUNNER™RAIL

Powder finish coat

Values shown are nominal and not to be used for
installation purposes. See product specification
for installation requirements.

Double-walled "U"-Channel
Specially formed high strength
architectural shape.

The Depot at Spring Mill Station

AEGIS PLUS BLACK GENESIS FENCE DETAIL

I
L1.2
24
SEE ENGINEERING PLANS FOR ACTUAL WIDTH
| 1 1 5I 1 I 1
4'-6 5 TYP. 5 - 4'-6
— B a A i .
4 C g , a. .,
' A 9 ' CONCRETE RAMP
qA < ' 4 . //_
. v -
B ° 4 Ca ; ;////4//Q CONCRETE RAMP
4 . )
o
4 4 <
pa A <
- a . AA A .
L N ' T4 e
i - UNILOCK
[ PAVERS - SEE
| | DETAIL 04/L1.1
|
—
I
I
I
I
18 8 !
I
I
|
I
|
o
|
I
I
| I
4 A 4 A,q 'A R A
. K P .
5 I g 4
A N : ) a
A <
g 4 4
: A < . < A4 2
o ' 4 ,
< A

The Depot at Spring Mill Station

RAISED PEDESTRIAN CROSSWALK PLAN

L1.2 3/8" = 1-0"
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7 PLANT SCHEDULE

TYPE SPACING MUTURE REMARKS
Orma. ASSHOWN 20'Hx 15'W Specimen
Oma. ASSHOWN 20'Hx 15'W Specimen
Shade ASSHOWN 50'Hx 30'W 8' Height min.
Shrub 36" O.C. F.T.B.
Oma. ASSHOWN 30'Hx 25'W Specimen
Grass 18" O.C.
Shrub 36" O.C. F.T.B.
Shade ASSHOWN 45 Hx 30'W  8' Height min./Male Only
Shade AS SHOWN 45'Hx 35'W 8' Height min.
Shrub 36" O.C. F.T.B.
Shrub 36" O.C. F.T.B.
Perennial 18" O.C.
Shrub 4 0.C F.T.B.
Grass 12" O.C.
Shade AS SHOWN 60" Hx 35'W 8' Height Min.
Orna. ASSHOWN 15" Hx 10' W F.T.B.
Shade ASSHOWN 50'Hx 40' W 8' Height min.
Everareen | ASSHOWN 15'Hx 8'W F.T.B.
Shrub 36" O.C. F.T.B.
Shade ASSHOWN 45'Hx 30'W 8' Height min.
Shrub 4 0.C F.T.B.
Shrub 4 0.C F.T.B.
Shrub 36" O.C. F.T.B.
Shrub 36" O.C. F.T.B.
Oma. ASSHOWN 30'Hx 30'W Specimen
Everareen | AS SHOWN 15'Hx 3'W F.T.B.
Shrub 36" O.C. F.T.B.
Shrub 4 0.C F.T.B.
Shade ASSHOWN 40'Hx 30' W 8' Height min.
Shade ASSHOWN 40'Hx 30' W 8' Height min./Narrow Spread
Shrub 4 0.C F.T.B.
Shrub 5 0.C F.T.B.
Shrub 4 0.C F.T.B.
Shrub 36" O.C. F.T.B.

REQUIREMENTS
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PARKING INTERIOR REQUIREMENTS

1 TREE + 4 SHRUBS PER ISLAND REQUIRED
1 TREE + 4 SHRUBS PER ISLAND PROVIDED

PARKING LOT EXTERIOR REQUIREMENTS

1 TREE PER 30' REQUIRED + 1 SHRUB PER &'
965' OF PERIMETER : 32 TREES + 322 SHRUB REQ'D
32 TREES + 322 SHRUBS PROVIDED

FOUNDATION REQUIREMENTS

1 SHRUB/ ORNAMENTAL TREE PER 12 LF
1,273 LF PERIMETER FOUDNATION

107 SHRUB/ORNA REQUIRED

84 SHRUBS + 23 ORNAMENTAL PROVIDED

STREET FRONTAGE REQUIREMENT

Drowing Scope

366 LF SPRING MILL ROAD

PER 100 LF = 3.66
3 SHADE/EVERGREEN TREES = 11 PROVIDED
2 ORNAMENTAL TREES = 11 PROVIDED
25 SHRUBS = 92 SHRUBS PROVIDED

~

MINIMUM LOT STANDARD REQUIREMENTS

DETAILED SITE
LANDSCAPE PLAN

Drowing Info

5.55 ACRES BLOCK A PHASE Il = 5.55 TIMES

PER ACRE REQUIREMENT
10 SHADE TREES = 55.5 REQUIRED, 60 PROVIDED
10 ORNAMENTAL = 55.5 REQUIRED, x PROVIDED
25 SHRUBS = 138.5 REQUIRED, 140 PROVIDED

DD KEY QTY SCIENTIRC NAME COMMON NAME SIZE
, — AG 4 Amelanchier x grandiflora '‘Autumn Brilliance' Autumn Briliance Serviceberry 2" CAL.
J N\ A AM 2 Acergriseum Paperbark Maple 2" CAL.
: & AS 11 Acersaccharum Sugar Maple 2" CAL.
s f/ BX 21 Buxus microphylla 'Green Mountain' Littleleaf Boxw ood 18" H.T.
7 T BUILDING UNDER CONSTRUCTION EE 8 Cercis canadensis Eastern Redbud 2" CAL.
PAC ~ i N CK 12 Calamagrostis acutiflora 'Karl Forester' Karl Forester's Feather Reed Grass #2
(SC)L — 5 CP 24 Chamaecyparis pisifera 'Golden Mop' Golden Mop Cypress 18" H.T.
~— 7 // \ iy GB 11 Ginkgo biloba 'Autumn Gold' Autumn Gold Ginkgo 2" CAL.
FL:I = — T — 0 RI & G 16 Gleditsia triacanthos 'Skyline' Skyline Honey Locust 2" CAL.
(PP) ——== = =~ — (PP) 7 HM 19 Hydrangea macrophylla 'Nikko Blue' Big Leaf Nikko Blue Hydrangea 18" H.T.
~ ey = HP 17 Hypericum perforatum St. John's Wort Hypericum 18" H.T.
T R OO0 HS 110 Hemerocallis Daylily #1
—~ IG 19 llex glabra'Compacta’ Compact Inkberry 18" H.T.
] - LS 198 Liriope spicata Lilytuft #1
LT LT 21 Liriodendron tulipifera Tulip Poplar 2" CAL.
(PI) MJ 11 Magnolia x 'Jane' Jane Magnolia 2" CAL.
—_— ] 10 ] R PA 10 Patanus x acerifolia 'Bloodgood' London Panetree 2" CAL.
PO LT PAC 7 Piceaabies 'Cupressina' Columnar Norw ay Spruce 6'HT.
(PP) (PI) PO 111 Physocarpus opulifolius Summer Wine Ninebark 18" H.T.
y: QR 7 Quercus rubra Northern Red Oak 2" CAL.
7 RA 43 Rhus aromatica 'Gro-Low' Gro-Low Sumac 18" H.T.
R 50 Ribes a. 'Green Mound' Green Mound Currant 18" H.T.
6 SJ 17 Spiraea nipponica 'Snow mound' Snow mound Spirea 18" H.T.
UA 55 ] SN 25 Spiraeajaponica 'Neon Flash' Neon Fash Spirea 18" H.T.
(FN) s || LT SR 9 Syringa reticulata 'lvory Silk Ivory Silk Tree Lilac 2" CAL.
22 (AD)| | (PD) TJ 10 Thuja occidentalis 'Skybound' Skybound Arborvitae 5 HT.
HS > 30 ™ 21 Taxus x media 'Densiformis' Dense Yew 18" H.T.
3 | |[(AD) we | I ro TO 141 Thuja occidentalis 'Golden Globe' Golden Arborvitae 18" H.T.
(Es) > (FN)| | (PP) T 5 Tilia tomentosa 'PNI 6051' Green Mountain Linden 2" CAL.
LS UA 7  Umus x 'Frontier' Frontier Bm 2" CAL
VC 41 Viburnum carlesii'Compactum'’ Korean Spice Viburnum 18" H.T.
(AD) @
> VD 7  Viburnum dentatum 'Chicago Lustre' Arrow w ood 18" H.T.
WE VO 118 Viburnum opulus '‘Compactum'’ European Cranberry Viburnum 18" H.T.
3 (FN) WE 18 Weigela florida 'Variegata' Variegated Weigela 18" H.T.
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The Depot at Spring Mill Station - Phase 3
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Know what's below.
Call before you dig.

PARKING LOT ISLAND REQUIREMENTS

77,000 SF PARKING LOT AREA

10% OF PARKING LOT IN LANDSCAPE ISLANDS
7,700 SF REQUIRED ISLAND AREA
8,000+ SF PROVIDED ISLAND AREA
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SEE ENGINEERING PLANS FOR ACTUAL WIDTH
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The Depot at Spring Mill Station

04 FLUSH PEDESTRIAN CROSSWALK PLAN

L2.1 3/8" = 1-0"
§' 'SPEC-MIX - FINE, DRY
LAID SETTING BED.
1-1/2' DIA. WEEP HOLES; 3 X 3 O.C. LEVEL/SKREET AND WET “
DRILL THROUGH SETTING BED, THOROUGHLY POST PAVER 3-7/8" UNILOCK SERIES AND UMBRIANO
FILLED WITH PEA GRAVEL INSTALL. PER MANUF. PAVERS SET IN RAILROAD LINE AND TIE

RECOMMENDATIONS PATTERN. SEE PLAN DETAIL

INTEGRAL POURED IN PLACE,
0 REINFORCED CONCRETE BAND AND
CROSSWALK BASE
" o A ASPHALT ROAD, SEE
" " / ENGINEERING DRAWINGS
: #8 EPOXY COATED REBAR,
o CONTINUOUS IN BAND
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COMPACTED SUBGRADE

6X6 WOVEN WIRE 6" CONCRETE SLAB
MESH, 2" CLEAR, TYP.

The Depot at Spring Mill Station

FLUSH PEDESTRIAN CROSSWALK SECTION

L2.1 3/4" = 1-0"

N g WRAP TRUNKS AS SHOWN FOR SMOOTH-
TREE STAKING NN i _ s’ BARK TREES SUBJECT TO SUN SCALD.
TREEQ QUAl | R \ TRUNK WRAPPING MATERIAL TO EXTEND
TREES SHALL BE STAKED WHEN S
NECESSARY OR REQUIRED R ’& i = FROM LOWEST BRANCH TO ROOT BALL
SEE TREE STAKING NOTES ‘ e
1" DIAMETER PLASTIC HOSE ———— Y . PLACE SOIL BALL 1" HIGHER THAN
U ADJACENT FINISH GRADE, DO NOT COVER
GALVANIZED WIRE OR CABLE, — | / TOP OF ROOT BALL WITH SOIL
TWIST WIRE TO TIGHTEN 7
? SHREDDED HARDWOOD MULCH, 3' DEPTH
7
EXCAVATE 4 WIDTH OF ROOT BALL ——} | é FINISHED GRADE
a;msié., A R
e =11 N =l==In
=== o == ==ll==]1=]
I==]]==]]= g ===l
== SR\ <=
;m; === S S ==
= mMmMmMmmWﬂ;I_ SEU=
6 HARDWOOD OR METAL STAKE — =[] [ [T BACKFILL MIXTURE
18" BELOW GRADE MIN. DRIVE ll=11==k REMOVE & DISPOSE OF BURLAP FROM TOP
STAKE OUTSIDE ROOT BALL AND SIDES OF ROOT BALL. TURN DOWN
TOP AND SIDES OF BASKET, OR REMOVE
ENTIRELY
UNDISTURBED SUBGRADE

NOTES

GENERAL NOTES:

1.

ALL UTILITIES SHALL BE LOCATED AND MARKED/FLAGGED PRIOR TO BEGINNING WORK. RELOCATE PLANTS FROM OVER OR UNDER UTILITIES.
RELOCATION SHALL BE APPROVED BY OWNER AND/OR LANDSCAPE ARCHITECT PRIOR TO INSTALLATION.

UTILITY LOCATION NOTE: ALL LOCATIONS SHOWN ARE APPROXIMATE AND BASED ON INFORMATION SUPPLIED BY EITHER THE CIVIL
ENGINEER, SURVEYOR, OWNER, AND/OR MEASURED IN THE FIELD. IF DISCREPANCIES ARE PRESENT, CONTRACTOR SHALL NOTIFY OWNER
AND LANDSCAPE ARCHITECT IMMEDIATELY AND PRIOR TO BEGINNING WORK.

IN CASE OF DISCREPANCIES BETWEEN THE PLAN AND THE PLANT LIST, THE PLAN SHALL DICTATE.

LANDSCAPE CONTRACTOR IS RESPONSIBLE FOR ALL PREPARATION, MATERIALS, DELIVERY, INSTALLATION AND INITIAL MAINTENANCE FOR
THE LANDSCAPE PORTION OF THE PROJECT AS SHOWN ON THE DRAWING AND AS DIRECTED BY THE OWNER'S REPRESENTATIVE. THE
LANDSCAPE CONTRACTOR SHALL OBTAIN AND PAY FOR ALL PERMITS AND FEES THAT MAY BE REQUIRED FOR THEIR PORTION OF WORK.

PLANTS AND ALL OTHER MATERIALS TO BE STORED ON SITE WILL BE PLACED WHERE THEY WILL NOT CONFLICT W/ CONSTRUCTION
OPERATIONS AND AS DIRECTED BY OWNER'S REPRESENTATIVE .

CLEAN UP ALL DEBRIS AND REMOVE FROM SITE, REPAIR ALL DAMAGED OR DISTURBED AREAS CAUSED BY LANDSCAPE WORK.

TOPSOIL NOTE: TOPSOIL SHALL BE FRIABLE, NATURAL LOAM, SURFACE SOIL AND FREE OF SUBSOIL, CLAY LUMPS, BRUSH, WEEDS, LITTER,
ROOTS, STUMPS, STONES, AGRICULTURAL AND DOMESTIC FERTILIZERS, CHEMICALS, HERBICIDES, AND OTHER EXTRANEOUS OR TOXIC
MATTER HARMFUL TO PLANT GROWTH AND THE ENVIRONMENT. WASTE SOILS, BORROW, OR HEAVY CLAY BASED SOILS WILL NOT BE
ACCEPTED. TOPSOIL SHALL HAVE A PH VALUE OF 6.0 TO 7.4 AND AN ORGANIC VALUE OF 3% TO 5%. SUBMIT SOIL SAMPLES, PH LEVELS, AND
NPK ANALYSIS PRIOR TO DELIVERY TO SITE.

PLANTING NOTES:

PLANTING DETAIL - NOT TO SCALE

DO NOT CUT LEADER

PLACE SOIL BALL 1" HIGHER THAN
ADJACENT FINISH GRADE DO NOT
COVER TOP OF ROOT BALL WITH SOIL

SHREDDED HARDWOOD MULCH 3" IN
DEPTH DO NOT PLACE MULCH WITHIN
3" OF TRUNK. MULCH FULL DIAMETER
OF PIT.

FINISH GRADE

CUT AND REMOVE BURLAP AND BACKFILL MIXTURE

BASKET FROM ROOT BALL

TAMP SOIL AROUND ROOT BALL
FIRMLY WITH FOOT PRESSURE TO
ENSURE ROOT BALL DOES NOT SHIFT

REMOVE WEEDS, ORGANIC MATTER AND ROCKS LARGER THAN 1.5" FROM SOIL.

BACKFILL FOR TREE PLANTING SHALL BE 75% TOPSOIL AND 25% ORGANIC COMPOST. TOP LAYER OF BACKFILL SHALL BE 100% OF
SURROUNDING TOPSOIL. A 5-10-5 ANALYSIS SLOW RELEASE FERTILIZER SHALL BE INCORPORATED INTO BACKFILL AT APPROVED RATES.

THE TOPS OF ALL TREE AND SHRUB ROOT BALLS TO BE PLACED A MAXIMUM OF ONE (1) INCH ABOVE FINAL GRADE. ALL TREES LOCATED
OUTSIDE OF BEDS SHALL HAVE A MINIMUM SIX (6) FOOT DIAMETER NON-LIPPED SAUCER AROUND PLANTING PIT. ALL SAUCERS SHALL BE
WEED AND GRASS FREE. AN APPROVED PRE-EMERGENT HERBICIDE SHALL BE APPLIED IN ALL PLANTING BEDS AT A RATE SPECIFIED BY
MANUFACTURER FOR EACH PLANT VARIETY.

ALL TREE SAUCERS AND PLANTING BEDS SHALL RECEIVE MINIMUM OF THREE (3) INCHES GRADE A, SHREDDED HARDWOOD BARK MULCH. NO
CYPRESS, WOOD CHIPS, ARTIFICIAL OR DYED MULCH ALLOWED.

NO SUBSTITUTIONS OF PLANT MATERIALS WILL BE ALLOWED. IF PLANTS ARE NOT AVAILABLE, THE CONTRACTOR SHALL NOTIFY LANDSCAPE
ARCHITECT/ OWNER'S REPRESENTATIVE IN WRITING. ALL PLANTS SHALL BE INSPECTED AND TAGGED WITH PROJECT I.D. AT NURSERY OR
CONTRACTORS OPERATIONS PRIOR TO MOVING TO JOB SITE. PLANTS MAY BE INSPECTED AND APPROVED OR REJECTED ON THE JOB SITE BY
LANDSCAPE ARCHITECT OR OWNER'S REPRESENTATIVE .

THE OWNER, OWNER'S AGENT, OR THE LANDSCAPE ARCHITECT RESERVES THE RIGHT TO REJECT ANY AND ALL PLANT MATERIALS AT ANY TIME
DURING THE COURSE OF THE PROJECT UNTIL PROJECT IS ACCEPTED BY THE OWNER.

LANDSCAPE CONTRACTOR SHALL LAYOUT AND STAKE ALL PLANT LOCATIONS AS SHOWN ON THE DRAWINGS PRIOR TO INSTALLATION.
OWNER'S REPRESENTATIVE OR LANDSCAPE ARCHITECT SHALL INSPECT AND APPROVE PLANT LOCATIONS FOR ACCURACY AND COMPLIANCE
WITH DESIGN INTENT PRIOR TO INSTALLATION.

LANDSCAPE CONTRACTOR IS RESPONSIBLE FOR THE PLANTING OF SPECIFIED PLANTS AND MAINTAINING ALL PLANT MATERIALS IN AN ALIVE
AND QUALITY CONDITION UNTIL ACCEPTANCE BY THE OWNER. THIS INCLUDES AS A MINIMUM: WATERING, WEEDING, INSECT AND DISEASE
CONTROL, PRUNING OF DAMAGED OR UNSIGHTLY LIMBS, AND KEEPING PLANTS IN TRUE AND UPRIGHT POSITIONS.

CONTRACTOR SHALL GUARANTEE AND WARRANT ALL PLANT MATERIAL TO REMAIN ALIVE AND HEALTHY FOR ONE (1) YEAR FROM DATE OF
ACCEPTANCE BY THE OWNER. ALL REPLACEMENTS SHALL BE PAID FOR BY THE CONTRACTOR AT NO ADDITIONAL COST TO THE OWNER.
GUARANTEE/WARRANTY REPLACEMENTS SHALL BE AS DIRECTED BY THE OWNER UNTIL FINAL ACCEPTANCE OF THE PROJECT FOLLOWING
THE GUARANTEE PERIOD.

SODDING AND PREPARATION:

1.

CONTRACTOR TO FINE GRADE AND PREPARE ALL SITE AREAS TO RECEIVE SOD. FINE GRADE SITE SMOOTH TO FINAL GRADING PLAN
ELEVATIONS, FILL IN DEPRESSIONS, LOW SPOTS AND GRADE SMOOTH.

ALL SODDED LAWN AREAS WITHIN LIMIT LINES TO RECEIVE 6" TOPSOIL PRIOR TO SODDING OPERATIONS. ONCE TOPSOIL HAS BEEN PLACED,
CONSTRUCTION ACTIVITY OF ANY KIND (EXCLUDING LANDSCAPING) SHALL NOT BE PERMITTED ON OR ACROSS ANY PLANTING AREA.

LAWNS SHALL BE SODDED FOLLOWING SCARIFYING, FINAL GRADING, FERTILIZING, AND RAKING. LAWN SHALL BE FERTILIZED W/ 12-12-12
ANALYSIS FERTILIZER AT A RATE OF 10 Ibs./1000 s.f.

WATER AND MAINTAIN GRASS UNTIL STAND IS ESTABLISHED AND READY FOR MOWING AT MINIMUM 4 INCH HEIGHT. CONTINUE TO WATER
FOR A MINIMUM 30 DAYS OR UNTIL ACCEPTED BY OWNER.

FOLLOWING SODDING OPERATIONS, CLEAN UP EXCESS MATERIALS, AND CLEAN ALL BARK MULCHED AND PAVED AREAS. ALL LAWNS SHALL
BE GUARANTEED TO HAVE A FULL UNIFORM STAND OF ACCEPTABLE GRASS AT THE END OF THE ONE YEAR GUARANTEE PERIOD WITH NO
BARE SPOTS COMPRISING MORE THAN 2% OF ANY LAWN AREA. ANY AREA SO NOTED WILL BE SODDED UNTIL AN ACCEPTABLE STAND OF
GRASS IS ESTABLISHED.

ALL DISTURBED LAWN AREAS SHALL BE SODDED AS NOTED AND AS APPROVED BY OWNER'S REPRESENTATIVE AND LANDSCAPE ARCHITECT.

SEEDING AND PREPARATION:

PLACE ROOT BALL ON UNDISTURBED UNDISTURBED
SUBGRADE SUBGRADE
6.
02 EVERGREEN TREE 1.
L

PLANTING DETAIL - NOT TO SCALE

3" SHREDDED HARDWOOD MULCH DO
NOT PLACE MULCH WITHIN 3" OF
STEMS.MULCH ENTIRE BED

PLACE SOIL BALL 1" HIGHER THAN
ADJACENT EXISTING GRADE. DO NOT
PLACE SOIL HIGHER THAN NURSERY
CONDITIONS.

FINISH GRADE

CUT AND REMOVE BINDINGS AND
BURLAP FROM STEM AND ROOTBALL

SR - A

BACKFILL SOIL MIXTURE - SEE S
SPECIFICATIONS WRIPS N7

> UNDISTURBED

O 3 SUBGRADE

10.

11.

12.

PLANTING DETAIL - NOT TO SCALE

REQUIREMENTS

(Pl) | PARKING INTERIOR REQUIREMENTS

1 TREE + 4 SHRUBS PER ISLAND REQUIRED
1 TREE + 4 SHRUBS PER ISLAND PROVIDED

(PE)| PARKING LOT EXTERIOR REQUIREMENTS

1 TREE PER 30' REQUIRED + 1 SHRUB PER &'
965' OF PERIMETER : 32 TREES + 322 SHRUB REQ'D
32 TREES + 322 SHRUBS PROVIDED

(FN)| FOUNDATION REQUIREMENTS

1 SHRUB/ ORNAMENTAL TREE PER 12 LF
1,273 LF PERIMETER FOUDNATION

107 SHRUB/ORNA REQUIRED

84 SHRUBS + 23 ORNAMENTAL PROVIDED

(ST)| STREET FRONTAGE REQUIREMENT

366 LF SPRING MILL ROAD

PER 100 LF = 3.66
3 SHADE/EVERGREEN TREES = 11 PROVIDED
2 ORNAMENTAL TREES = 11 PROVIDED
25 SHRUBS = 92 SHRUBS PROVIDED

MINIMUM LOT STANDARD REQUIREMENTS

5.55 ACRES BLOCK A PHASE Il = 5.55 TIMES

PER ACRE REQUIREMENT
10 SHADE TREES = 55.5 REQUIRED, 60 PROVIDED
10 ORNAMENTAL = 55.5 REQUIRED, x PROVIDED
25 SHRUBS = 138.5 REQUIRED, 140 PROVIDED

PARKING LOT ISLAND REQUIREMENTS

77,000 SF PARKING LOT AREA

10% OF PARKING LOT IN LANDSCAPE ISLANDS
7,700 SF REQUIRED ISLAND AREA
8,000+ SF PROVIDED ISLAND AREA

(LT

N

13.

CONTRACTOR TO FINE GRADE AND PREPARE ALL SITE AREAS TO RECEIVE SEED. MAKE SITE SMOOTH TO FINAL GRADING PLAN ELEVATIONS,
FILL IN DEPRESSIONS, LOW SPOTS AND GRADE SMOOTH.

ALL SEEDED LAWN AREAS WITHIN LIMIT LINES TO RECEIVE 6" TOPSOIL PRIOR TO SEEDING OPERATIONS. ONCE TOPSOIL HAS BEEN PLACED,
CONSTRUCTION ACTIVITY OF ANY KIND (EXCLUDING LANDSCAPING) SHALL NOT BE PERMITTED ON OR ACROSS ANY PLANTING AREA.

HYDROSEEDING IS ACCEPTABLE. APPLY WITH APPROVED EQUIPMENT DESIGNED FOR PROFESSIONAL HYDROSEEDING APPLICATIONS AT
RECOMMENDED RATES.

PROVIDE FRESH, CLEAN NEW-CROP 'PREMIUM' GRADE SEED AND SEED MIXES AS FOLLOWS: (SUBMIT SEASONAL MIX ALTERNATIVE AS
APPROPRIATE)
40% KENTUCKY BLUEGRASS
30% PERENNIAL RYE GRASS
30% TURF TYPE TALL FESCUE
APPLY SEED AT RATE OF MINIMUM 175 POUNDS PER ACRE (4 LBS/1000SF).
SCARIFY SOIL TO DEPTH OF 3 INCHES PRIOR TO APPLICATION.

LAWNS SHALL BE SEEDED FOLLOWING SCARIFYING, FINAL GRADING, FERTILIZING, AND RAKING. LAWN SHALL BE FERTILIZED W/ 12-12-12
ANALYSIS FERTILIZER AT A RATE OF 10 Ibs./1000 s.f. APPLY SEED MIX AT SPECIFIED RATE, AND LIGHTLY RAKE INTO TOP 1/4 INCH OF SOIL.

MULCH SEEDED AREAS WITH STRAW MULCH AT RATE OF MINIMUM 1 1/2 TON PER ACRE (70 LBS/1000SF). CRIMP OR TACK STRAW MULCH TO
REMAIN IN PLACE UNTIL COMPLETE GERMINATION OF SEED AND ESTABLISHED GROWTH. COORDINATE WITH EROSION CONTROL PLAN.

WATER AND MAINTAIN GRASS UNTIL STAND IS ESTABLISHED AND READY FOR MOWING AT MINIMUM 4 INCH HEIGHT. CONTINUE TO WATER FOR
A MINIMUM 30 DAYS OR UNTIL ACCEPTED BY OWNER.

FOLLOWING SEEDING OPERATIONS, CLEAN UP EXCESS MATERIALS, AND CLEAN ALL BARK MULCHED AND PAVED AREAS.

FOLLOWING GERMINATION, APPLY HERBICIDE TO ALL GRASS GROWTH IN PLANT MULCH AREAS.

ALL LAWNS SHALL BE GUARANTEED TO HAVE A FULL UNIFORM STAND OF ACCEPTABLE GRASS AT THE END OF THE ONE YEAR GUARANTEE
PERIOD WITH NO BARE SPOTS COMPRISING MORE THAN 2% OF ANY LAWN AREA. ANY AREA SO NOTED WILL BE RESEEDED OR SODDED UNTIL
AN ACCEPTABLE STAND OF GRASS IS ESTABLISHED.

ALL DISTURBED LAWN AREAS SHALL BE SEEDED AS NOTED AND AS APPROVED BY OWNER'S REPRESENTATIVE AND LANDSCAPE ARCHITECT.

TREE STAKING NOTES:

1.

CONTRACTOR TO STAKE WHEN NECESSARY OR REQUIRED, SUCH AS WIND PRONE AREAS OR UNSTABLE SOILS. STAKES SHALL BE PLACED IN
MULCHED AREAS TO ALLOW FOR MOWING ADJACENT TURF.

STAKING SHOULD NOT BE USED TO COMPENSATE FOR DAMAGED OR WEAK TRUNKS OR ROOT BALLS, THESE TREES SHOULD BE REJECTED.

REMOVE ALL STAKING AS SOON AS THE TREE HAS GROWN SUFFICIENT ROOTS TO OVERCOME THE PROBLEM THAT REQUIRED THE TREE TO
BE STAKED. STAKES SHALL BE REMOVED NO LATER THAN THE END OF THE FIRST GROWING SEASON AFTER PLANTING.

ASSURE THAT THE BEARING SURFACE OF THE PROTECTIVE COVERING OF THE WIRE OR CABLE AGAINST THE TREE TRUNK IS A MINIMUM OF
12 MM (0.5 IN.).

WIRES OR CABLE SIZES SHALL BE 14 to 12 GAUGE.

TIGHTEN WIRE OR CABLE ONLY ENOUGH TO KEEP FROM SLIPPING. ALLOW FOR SOME TRUNK MOVEMENT. PLASTIC HOSE TO BE LONG
ENOUGH TO ACCOMMODATE 1.5" OF GROWTH AND BUFFER ALL BRANCHES FROM THE WIRE.

TUCK ANY LOOSE ENDS OF THE WIRE OR CABLE INTO THE WIRE WRAP SO THAT NO SHARP WIRE ENDS ARE EXPOSED.

LEGEND

4 PLANT QUANTITY

/ AG| PLANT TYPE
SYMBOL | DESCRIPTION (SY)| REQ.LOCATION

(AD) ADDITIONAL PLANTING - NOT REQUIRED
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(FN) | FOUNDATION REQUIREMENTS
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